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Walshs Serenity Acoustic
A proven, superior alternative to standard glazing – Walshs Acoustic Laminate can be used across a 
wide range of internal and external applications, and in environments where external noise can be 
problematic such as homes, offices, and hospitals. It can also be incorporated into double-glazed units 
for increased thermal properties, improving energy efficiency.

Product Name

Nominal 
Thickness 

mm

Visible Light Solar Energy UV 
Trans. 

% U Value SHGC
Shading 

Co. RW
Trans. 

%
Refl. 

%
Trans. 

%
Refl. 

%

Walshs Serenity

Clear

6.5 87 8 72 7 <1 5.7 0.78 0.78 36

10.5 87 8 70 7 <1 5.6 0.77 0.77 39

12.5 87 8 69 7 <1 5.5 0.76 0.76 40

Translucent 6.88 68 7 58 6 <1 5.7 0.69 36

Walshs Serenity Control

Clear
6.5 82 10 65 7 <1 3.6 0.70 0.80 36

10.5 81 11 61 7 <1 3.5 0.67 0.77 39

Grey
6.88 42 6 42 7 <1 3.6 0.52 0.60 36

10.88 41 6 42 7 <1 3.5 0.49 0.49 39

Neutral
6.5 60 8 40 7 <1 3.6 0.52 0.60 36

10.5 61 8 40 7 <1 3.5 0.52 0.59 39

Translucent 6.88 63 8 53 8 <1 3.6 0.59 0.69 36

Common Sound Levels Recommended Interior Noise Levels

Environment dB Environment dB

Threshold of hearing 0 Bedroom 30 – 40

Conversational speech 65 Classroom 35 – 40

Average traffic (kerbside) 70 Living room 40 – 45

Busy traffic 75 Private office 40 – 45

Loud traffic 80 Open office 45 – 50

Live band (20 metres) 105


